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DIMENSIONS

ELECTRICAL

MATERIAL / FEATURES

MODELS

TO O L - L E S S  D R O P - D O W N  PA N E L

113

• Wifi enabled app smart transformer
• Schedule up to four zones of

• Independent timing
• Grouped timing
• On demand timing

• App enables naming of zones
• Access via home router and smart device app

• iOS and Android app-based control
• Daylight savings time option
• Multiple device control of one transformer
• Control up to four transformers from one device

• Included 100’ range extender wifi antennae
• 304 brushed stainless steel - case and inside panel
• Quick mount bracket
• Sealed removable lockable hinged door
• Pre-scored knockouts on side and bottom panel
• Tool-less removable bottom panel
• Two commons per circuit
• Includes primary thermal protection
• Includes secondary side magnetic circuit breaker
• Oversize terminal blocks
• 5 year warranty

• Low voltage landscape lighting transformer
• 6’ Heavy duty power cord
• Includes surge suppressor - prevents initial start overload
• Includes 115 amp terminal block
• Fully encapsulated Toroidal core

• Operates whisper quiet
• Cool to the touch

• 125° C rated internal wiring
• 12-volt output
• Wire connectors required (not included)
• Low voltage landscape lighting fixtures required (not included)
• Low voltage landscape lighting lamps required (not included)
• C ETL listed and approved
• Compatible with 2.4Ghz wireless routers only

• ZCT150SS - 150 Watts
• ZCT200SS - 200 Watts
• ZCT300SS - 300 Watts

• 5.75” W x 10.5” H X 4.75” D
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